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Dispositivi Full digital per I’accensione di lampade UV
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. Miglioramento della qualita di processo, grazie
alla possibilita di regolare in continuo I’'assorbimento
elettrico dal 30% al 100% della potenza massima,
adattando |'emissione effettiva della lampada alle
reali necessita di irraggiamento del prodotto.

. Riduzione emissioni d‘aria in ambiente. L’entrata
in stand-by della lampada (minima potenza necessa-
ria a tenere la lampada in accensione, pari al 20% -
30% della potenza massima in funzione del tipo di
lampada e delle condizioni ambientali e operative in
cui e installata) riduce automaticamente la portata
d’aria di raffreddamento della lampada e conseguen-
temente si riducono sensibilmente le emissioni di aria
nell’ambiente esterno al luogo d’installazione del
forno UV.

. Improvement of process quality, thanks to the pos-
sibility to regulate the power consumption from 30%
to 100% of maximum power, fitting the effective
lamp’s emission to the real radiant necessity of the
product.

. Reduction of air’s emissions. The entry of lamp’s
stand by (minimum useful power to keep lamp’s ligh-
ting , equal to 20% - 30% of maximum power in rela-
tion to the type of lamp and to the environmental and
operative conditions of the installation) reduces auto-
matically the cooling air rate of the lamp and, conse-
quently, the air emission into the external environ-
ment near the UV oven.






















